
용 도(Applications)

• 제약, 화학공업 공장 내 VOCs 측정 모니터링
• 실내공기질 측정 모니터링
• 석유화학 공장 VOCs 측정 모니터링
• 폐수 처리 공장의 VOCs 측정 모니터링

특 징(Features)

• 습도 영향을 최소화 한 PID 센서 채용
• 펌프 없이 확산에 의한 모니터링 가능
• 0 ~ 10, 0 ~ 100, 0 ~ 1,000ppm 으로 선택 측정 가능
• 4~20mA 아날로그 출력
• 간단한 교정절차

설치형 VOC 측정기
(Fixed VOC Monitor)

SPECIFICATIONS

Sensor (PID) 10.6 eV lamp with Ion Science patented Fence Electrode technology

Ingress Protection Rating Designed to - IP65

Dependent on cable glands fitted Sensor - IP53

Power 5-28 VDC Max 65 mA

Output 4-20 mA (requires a 8-35 VDC power supply)

For IS requirements 8-30 VDC power supply

Range 0 ~ 10 ppm, 0 ~ 100 ppm, 0 ~ 1,000 ppm User Selectable

Sampling Diffusion (can be pumped if required using an adaptor)

Display 7 segment, 4 digit LCD, 4 color LEDs

Response Sensor - T90 < 5 sec. Detector - 1 minute as standard

Accuracy 0 ~ 100ppm ±1ppm or ≤2%, 0 ~ 1,000ppm ±2ppm or ≤25%

Model : TVOC



Linearity 0 ~ 1,000ppm > 25%

Calibration Magnetically accessed 100 ppm Isobutylene via calibration kit accessory

Operating Temperature Operating     : -20 to 50 ℃

Operating Humidity 0 ~ 95% RH (non condensing)

4-20 mA ALARM LEVELS Selectable 2 mA & 3.5 mA options

Dimensions 181 x 125 x 76 mm

Weight Instrument   : 1.4 kg

Packed        : 1.6 kg

Hazardous Area Safety Approvals ATEX           : II 3 G Ex nA IIC T4 (-20°C ≤Ta ≤50°C)

IECEx : II 2 G Ex ia IIC T4 (-20°C ≤Ta ≤50°C)

CONFIGURATIONS

TVOC VOC Detector 1 ea

Calibration certificate 1 ea

Instrument Manual 1 ea


